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Available Colors Shelf Life  

12 months; white 9 months 

Specifications  

Viscosity: 4-7 cP (25ºC)
Surface tension: 29-32 dyn/cm

Supply

1 litre bottles
220 ml Cartridges

Ink Type:        U.V. Curable Pigmented inks 

Black                          

Cyan               

Magenta          

Yellow                       

White

Varnish

Cleaner               

Other colours are possible

Dehesa Mari Martín 4, 28600 Navalcarnero (Madrid) Spain
Tel +34 916 421 789 - Fax +34 916 421 834

general@afford-inks.com - www.afford-inks.com

904 SERIES
 U.V. CURABLE INKS

The information supplied is a result of our updated knowledge; it is supplied with good intention but under no circumstances it can be taken as a guaran-
tee. Moreover, taking into account the great diversity of printable materials, the diversity of machinery and procedures to carry out the jobs, it is the user’s 
responsibility to check the suitability of our products to obtain the objectives he desires, with the resources and procedures he has.
The user must also be make sure he complies with the current legislation, situation of patents and third party rights when applicable.
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Product Description

This ink set is designed with state of the art pigment set to offer bright and vivid colors and offers 
one of the best outdoor life of any other U.V. curable inks currently available in the marketpla-
ce. These inks were specifically designed for Epson printheads with LED curing systems, being a  
reliable solution with minimum head maintenance. The inks print on most of the plastics, including 
acrylics, vynils, treated metals and treated glass. The inks have excellent adhesion, high scuff and 
scratch resistance, excellent chemical resistance and are designed for long term outdoor signage 
application. This ink set is specifically designed to be used as a plug and play solution for Roland 
UV printers with EUV4 ink.
                            
We offer one of the best pricing in the industry for our customers to maximize their profits achieving 
at least the same performance and reliability than with the original inks
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